45L GM &

Specifications

Spool: 1,2,3,4,5,6 / Double - Single - Closed Center- Motor- Floating - Regenerative Spool
Liter: 45L Nominal - 65L Max
Ports: 3/8 Standard- 1/2-M18x1,5 Optional

Front Cap: Handle - Mechanical Joystick- Hydraulic Joystick- Remote Cable Control -
Lock Handle

End Cap: Spring - Detent- Floating - Wood Splitter - Pneumatic - Proportional Coil -
Hydraulic Control-Electro Hydraulic-Remote Cable Control

Open Center / Carry over / Parallel Circuit



45L GM

Features

Simple , compact and heavy duty designed monoblock valves from 1 to 6 sections for open and closed centre hydraulic
systems..

H Fitted with a main pressure relief valve and a load check valve at GMC series.

H Available with parallel, series or tandem circuit. Series circuit GMCS. Tandem circuit GMT.

H Optional carry--over port (only for parallel or tandem circuit).

H Diameter 16 mm -- 0.63 in interchangeable spools.

H A wide variety of service port valve options.

H Actuation is manual, pneumatic, electro--pneumatic, hydraulic, electro--hydraulic, with solenoid and remote with
flexible cables

spool control kits.

Additional information
This catalogue shows the product in the most standard configurations. Please
contact Sales Dpt. for more detailed information or special request.

WARNING!
All specifications of this catalogue refer to the standard product at this
date. ..., oriented to a continuous improvement, reserves the right

to discontinue, modify or revise the specifications, without notice.

. IS NOT RESPONSIBLE FOR ANY DAMAGE CAUSED BY AN INCORRECT
USE OF THE PRODUCT. 15t edition April 2016:
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45L GM

Working conditions

This catalogue shows technical specifications and diagrams measured with mineral oil of 46 mm?®/s — 46cSt viscosity at

40°C temperature.

Nominal flow rating 45 |/min.
Max. flow 65 |
Operating pressure (max.) 315 bar 4600 psi
Max. back pressure on outlet port T 20 bar 290 psi
Internal leakage A(B)—>T Ap=100 bar — 1450psi with fluid and valve at 40°C 3cm®/min. 0.18 in*/min.
Hydraulic fluid Mineral base oil
Fluid temperature with NBR seals from - 20° to 80°C
with FPM (VITON) seals from - 20° to 100°C
Viscosity operating range from 15 to 75 mmz/s from 15 to 75 ¢St
Min. 12 mm®/s 12 cst
Max. 400 mm?/s 400 cSt
Max. level of contamination 19/16 — I1SO 4406
Standard threads
REFERENCE STANDARDS
BSP UN-UNF METRIC
THREAD 1SO 228/1 1SO 263 1SO 262
ACCORDINGTO BS 2779 ANSI B1.1 unified
CAVITY 1SO 1179 11926 9974-1
ACCORDING TO SAE 11926 12244
DIN 3852-2 3852-1
shapeXoY shapeXoY
PORTS THREAD
MAIN PORTS BSP OPTIONAL UN-UNF METRIC
Inlet P and carry-over C G3/8 G1/2 3/4 — 16 (SAE 8) M18x1,5
Ports Aand B G 3/8 G1/2 9/16 — 18 (SAE 6) M18x1,5
Outlet T G3/8 G1/2 3/4 - 16 (SAE 8) M18x1,5
CONTROL PILOT PORTS
Pneumatics G1/8 - -
Hydraulics G1/4 - -
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Open centre

From side inlet to side outlet.

451 GM

Performance data (pressure drop vs. flow)

40
(bar) ~ 540
(psi)
30 B
AL A 6 sections 360
) 2 20 — 4 sections| -
DOCIEIE) . —_ ]
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0 é
j T T T T
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Flow (1/min)
Inlet to work port
From side inlet to A port (spool in position 1) or B port (spool in position 2).
40
(bar) = 540
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(]
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10 e
7
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Flow (1/min)
Work port to outlet
From A port (spool in position 2) or B port (spool in position 1) to side outlet.
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5
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45L GM

directional valve with left inlet

Dimensional data (parallel circuit)

Carry-over

225
’ [0.89]

™~ 62 5
[2.44] [0.20]
T | 46
& | [L.81]

)
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]
ol® i |
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— | Folw Il
298 &)
|
<[ spool out
) ali M10
=) f 1 <
5 LT
. S | e By LL: °
®(8 2 T
£ : el
~. < o I
~. |~ /o
i ~L2
27 | 30 | 37 | 27.5 245 | 3
[1.06] [1.18] [1.46] [1.08] [0.96] spool in
95.5
[3.76]
A B Weight A B Weight
TYPE - - TYPE - -
mm in mm in kg Ib mm in mm in kg Ib

45LGM 08/1-P | 105 | 4.13 73 | 2.87 3.1 6.83 45LGM 08/4-P | 216 | 8.50 | 184 7.24 7.2 | 15.87
45L GM 08/2-p | 142 | 5.60 | 110 | 4.33 4.4 9.70 45LGM 08/5-P | 253 | 9.96 | 221 8.70 8.7 | 19.18
45L.GM 08/3-p | 179 | 7.05 147 | 5.79 5.7 | 12.57 45L.GM 08/6-P | 290 [11.42 | 258 |10.16 | 10.2 |22.49




451 GM

directional valve with left inlet

Hydraulic circuit

Standard configuration Configuration with upper inlet and outlet

A1+ ﬁ A2 B2 ®P A1+ BHI A2 B2 ﬂ
B IE B |

A e
Ca
|

y I

|
|
4
‘ 1 k
|
|

|
1T b ]

} 100 bar } 100 bar
Description example Description example
451 GMO08/2-P(X-100)/18L/18L/AET-PSL2 451 GMO08/2-P(X-100)/18L/18L/AET-PSA2
Configuration with upper inlet and side outlet Configuration with side inlet and upper outlet
o —
5 Al Bl A2 B2 Al Bl A2 B2
I e A==t
e S ; e T
| IR |
.l o @ P o
T ’ 4 ’
! 100 bar ! ! 100 bar !
Description example Description example

45L GM08/2-P(X-100)/18L/18L/AET-PSV2 451 GMO08/2-P(X-100)/18L/18L/AET-PSB2




45L GM

Ordering codes

Description example:

( 1% section T J:following section

directional valve with left inlet

45L GMO08 / 2-P(X-100) / 1 8 L / 8M / AET - PSL2

11
1. 2. 3. 4

Valve setting (bar)

T T

|

6.

8. —

|

7.

|

8.

AE AEK 7. ‘

1. Body kits | 3. Spool options page 11 |
TYPE CODE DESCRIPTION TYPE CODE DESCRIPTION
1-P - Parallel, 1 section 1 30013501 Double acting, 3 positions, with A and B
2-P - Parallel, 2 sections closed in neutral position
3-P - Parallel, 3 sections 1A 30013647 Double acting, 3 positions, with A open to
4-p - Parallel, 4 sections tank in neutral position
5-P - Parallel, 5 sections 1B 30013748 Double acting, 3 positions, with B open to
6-P - Parallel, 6 sections tank in neutral position
2 30013503 Double acting, 3 positions, with A and B
Include body, seals and load check valve. open to tank in neutral position
2H 30013504 Double acting, 3 positions, with A and B
: : partially open to tank in neutral position
| 2. Inlet relief options page 10 | 3 30013507  Single acting on A, 3 positions, B plugged
TYPE CODE DESCRIPTION requires G3/8 plug (see part a.)
KEO08KO01 : direct pressure relief valve type X 4 30013508  Single acting on B, 3 positions, A plugged
(X-100) 30054917 Range 20 to 315 bar / 290 to 4600 psi requires G3/8 plug (see part a. )
standard setting 100 bar / 1450 psi 1Cs 30013502  Astype 1, sensitive type
Standard setting is referred to 6 I/min flow. J6 30013505
J7 3001 3506

v 30055004 Relief valve blanking plug
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directional valve with left inlet

451 GM

Ordering codes

3. Spool options | | 4. "A”"side spool positioners page 13 |
TYPE CODE DESCRIPTION TYPE CODE DESCRIPTION
Special spools for particular positioner kits . .. ............... page 12 8EP4 30075343 12 VDC ON/OFF electropneumatic kit with
5BY 30013509 Double acting, 4 positions, floating circuit manifold
in 4™ position with spool out 3007 5344 24 VDC ON/OFF electropneumatic kit with
5DY 30013511 Double acting, 4 positions, floating circuit manifold
in 4™ position with spool in 8EI3 30075331 12 VDC ON/OFF electrohydraulic kit
5PY 30013512 Double acting, 4 positions, floating circuit 3007 5332 24 VDC ONJ/OFF electrohydraulic kit
in 4th position with spool out, with check 8EI3F2 - 12 VDC ON/OFF electrohydraulic kit
valve with adjustable stroke limiter
8 30013513 Double acting, 4 positions, regenerative - 24 VDC ON/OFF electrohydraulic kit with
circuit in 4™ position with spool in adjustable stroke limiter
Particular positioner kits for special spools .. ................. page 27
| 4. "A” side spool positioners page 13 | 13NZ 30075316 4 pos. with spriﬂg return in neutral position
and detent in 4™ pos.: for spool 5DY
;YPE goo OD7E5300 SVF‘SCRI.P TION . " 13QN 3007 5315 4 pos. with spring return in neutral position
ith spring return in neutral position and detent in 4" pos.: for spool 5BY and 5PY
8D 3007 5307  With spring return in neutral position and pin 13F2 30075318 4 positi ith pos.. " po iral
with M6 female thread for dual control pos| pns With spring return in neutra
8D2 30075308  With spring return in neutral position and pin posttion: for spool 8
with M8 male thread for dual control
8T 30075301  With spring return in neutral position, | 5. “B” side options page 29 |
for single acting spool type 3 and 4
8F2 3007 5302 Wi.th spring return ?n neutral position and EYPE :(3;(? E7E5335 ggigaerdpl-{e l\g;lbox
8D3 ) i?%;;bflie;mjwpliermLMs female thread for LF1 30075337  Lever box with adjustable flow limiter
dual control SLP 30075338  Without lever box, with dust-proof plate
8TL 3007 5327  As type 8 and pin control with flexible cable IEEE 28 g; ggi? ga;ety :ever EOX’ xemcal chJnﬂgLfJ_ratlon
19 3007 5410 2 positions, with spring return in neutral sL V\Ztﬁgyu ?gveér g’;); orizontal configuration
position from position 1 ) . .
20 30075411 2 positions, with spring return in neutral ?(ISCZ 230 07 5328 z\llg):gg Zvlj;l)c%);n\zgzo?ig?%G cables
1" 30 07 5303 B(ng;rg;igg::?;ara|’ 1and?2 LCB 3007 5426  Joystick lever for 2 sections operation
12 3007 5334  Detent in positions 1 and 2
15 30075304 2 positions, detent in positions 1 and neutral | B Complete controls page 37 |
16 30075408 2 positipns, d.e.tent in positions 2 and neutral TYPE CODE DESCRIPTION
11NZ 30075317 Detent in positions neutral, 1,2 and 3 Proportional hydraulic control type 8IM and ON/OFF solenoid controls
17 3007 5412 With spring return position 1 type 8ES and rotative control type R.
18 3007 5305  With spring return position 2
17D 3007 5413  With spring return position 1 and pin :
with M6 female thread for dual control | T. Outlet port options page 41 |
18D 3007 5306  With spring return position 2 and pin TYPE CODE DESCRIPTION
with M6 female thread for dual control AET 30054923 Open centre plug
9B 30075309  With detent in position 1 and spring return in AEK 30054927 Closed centre plug
neutral position AE 30056002 G3/8 carry-over sleeve
10B 30075310  With detent in position 2 and spring return in
neutral position PO
11B 3007 5311 Detent in positions 1 and 2 and spring return in | 8 Inlet and outlet selection page 7 |
neutral position TYPE CODE DESCRIPTION
9BT - With detent in position 1 and spring return in PSL2 30054918 G3/8 plug for upper inlet
neutral position, For single acting spool type 3 and 4 30054919  G1/2 plug for upper outlet
10BT - With detent in position 2 and spring return in PSA2 30054918  G3/8 plug for side inlet
neutral position, For single acting spool type 3 and 4 30054919  G1/2 plug for side outlet
11BT - Detent in positions 1 and 2 and spring return in
neutral position, For single acting spool type 3 and 4 WA “o
8MG3(NO) 30075319  With spring return in neutral position and | a A” and “B” ports pIUQS |
microswitch in positions 1 and 2 TYPE CODE DESCRIPTION
8P 30075329 ON/OFF pneumatic kit G3/8 30054918  For single acting spools type 3 and 4
8PF - Proportional pneumatic kit
81z 3007 5432  Proportional hydraulic control | b. Optional handlevers |
8EP3 30075420 12 VDC ON/OFF electropneumatic kit
30075330 24 VDC ON/OFF electropneumatic kit /Tslzflmo 200 g(?(?SEleBQ EESgtRlPTIZ%BI e
X enght L = 200mm / 7.87in
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45L GM

Inlet relief options

Direct pressure relief valve

KEO8KO1 (X - 100 )

Standard setting in bar

Adjustment type (X, XH)

directional valve with left inlet

=

Adjustment type

X: with screw

Allen wrench 4

Wrench 19 - 42 Nm / 31 Ibft — Wrench 13
24Nm/ 17.7 Ibft

XH: valve set and locked

Allen wrench 4

Wrench 19 - 42 Nm / 31 Ibft — Wrench 13
£24 Nm / 17.7 Ibft
|

L) i | 1 A 4»
- | -
‘ 56
[1.89] : [2.20]
Performance data
Time response
(%DP) A
400 . wosel /A -
(bar) | | (si) |
0 i o A /e
L g
7 =} 0, —
£ 500 =—13000 g 0% s a
2 a 10 bar ﬁ o
J r 2 145 psi ~ 3
100 —} 1500 OVERSHOOT —
| —_ 10%
0 T T >
0 20 40 60 0.03" 01" Time (")
Flow (I/min) TIME TRANSIENT
RESPONSE RECOVERY TIME

V: relief valve blanking plug

1.7
[0.07]

Allen wrench 8
i 42 Nm / 31 Ibft
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directional valve with left inlet

451 GM

Spools options

Type 1
1 0 2
A B +6mm/0.24in
| ITL T >< T @ »
< D> (0)
TIT T il < (2
PT -6mm/0.24in
Type 1B
1 0 2
A B +6mm/0.24in
| ITI 1 a »
>< < D> (0)
TIT T < (2
PT -6mm/0.24in
Type 2H
1 0 2
A B +6mm/0.24in
] T T 1 »
) )b( >< < D> (o)
TIT T 42
PT -6mm/0.24in
Type 4
For 8T kit
1 0 2
B +42mm/0.17in
\ T T 1 »
// <> (o)
T\ TT T T <
PT -4.2mm/0.17in
Type J6
1 0 2
A B +6mm/0.24in
I AN \/ 1] @»
I (S P = >< W >< 4>
L A ST T <o
PT -6mm/0.24in

Type 1A
1 0 2
AB +6mm/0.24in
I I @ »
L' >< a0
| T T <2
PT -6mm/0.24in
Type 2
1 0 2
AB +6mm/0.24in
T w »
> >< < D (0)
T T < (2
PT -6mm/0.24in
Type 3
For 8T kit
1 0 2
A +42mm/0.17in
| I | ¥ »
\ < >0
T T T T <4 (2
PT -42mm/0.17in
Type 1CS
1 0 2
A B +6mm/0.24in
\Hlll I Tl 1 VI @ »
NN I I/ W O Y
PT -6mm/0.24in
Type J7
1 0 2
A B +6mm/0.24in
T \ T 1 »
\ , 3 >< w >< < D> (0)
L A IN_T 11 <
PT -6mm/0.24in

B-11



45L GM

directional valve with left inlet

Spools options

Type 5BY

For 13QN kit +9mm/0.35in
2 3) »r»
+45mm/0.18in
T (1 »

< B> (0)

< (2
-45mm/0.18in

MENNINEITE

oH HX>

—A Hwm O
Py
-

Type 5DY

For 13NZ kit +45mm/0.18in

2 3 (1 »

< P> (0)

< (2)
-45mm/0.18in
4« 3)
-9mm/0.35in

E

—
oH HX>
A Hwm O
>
H
H'r

Type 5PY

For 13QN kit +9mm/0.35in
2 3) »p»
+45mm/0.18in

1 »

< > (0)

< (2)
-45mm/0.18in

MENN

—A Hwm O
Pl
H

-r
|=—0O—
—]

o H>

Type 8

For 13FZ kit +45mm/0.18in

2 3 1 »
<1 P> (0)

T T < (2)
>< "J -45mm/0.18in
LTI <4< B)

-7.5mm/0.30in

—
o >
—A— Hwm O
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directional valve with left inlet

With spring return in neutral position

451 GM

"A” side spool positioners

8 kit

It’s supplied with standard spring type D (see force-stroke diagram) and available with lighter spring type C (8MC) or heavier

type E (8ME).

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9 Nm /6.6 Ibft

Force-stroke diagram

-0.24 -0.12 0 0.12 0.24 (in)
0 ‘ ‘ ‘ ‘ (1
(N) _Jd—dE |
2007 —— [———p F 40
100 — o c -
g ] ~ r 20
5 o Fo
-100+—€ i e 20
4 __—_————-'—'_— — L
-200 ED —— = r 40
-300+——————+——+——————+—+—————————1
7 6 5 4 3 2 -1 0 1 2 3 4 5 6 7
(mm)

Stroke

8D kit

Spool end joint is available on request in order to screw onto pin.

Allen wrench 4

Spool end joint dimensions (optional)

[3.31]

6 Nm /4.4 Ibft (77710777;7771
Wrench 9 [0.39] [ [0.79]
9Nm /6.6 Ibft \ m&r o \
2 | R EOEET
[0.47] ‘ f i ! ‘
s
T | (0.16] \
=B - — | 25 |
[0.35]
2 | |
‘ oy 0 O ‘
36 | |
- 40
[1.42] w ™ Lu.sna
44 \ s |
[1.73] .- _
8D2 kit 8T kit
Stroke : 4.2mm
—]
Allen wrench 4 n Al ha n
6 Nm /4.4 Ibft p 'srr;v;;ezclbft
Wrench 9
renc Allen wrench 5
9Nm /6.6 Ibft —, ‘ O Nm /6.6 bft
o0
=
40 36 N
[1.57] [1.42] [1.42]
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45L GM

directional valve with left inlet

"A” side spool positioners

With spring return in neutral position

8F2 kit 8D3 kit

e 2]

Allen wrench 4

Allen wrench 5 Allen wrench 4
9Nm /6.6 Ibft __6Nm /4.4 Ibft 6Nm /4.4 Ibft
Wrench 9
Wrench 13 9 Nm /6.6 Ibft
24 Nm/17.7 Ibft
12
Allen wrench 4 [0.47]
oo} oo}
= I S I
36 36
[1.42] [1.42]
54.5 48
[2.15] [1.89]

8TL kit

For connection with flexible cables it’s necessary to couple 8TL kit with TQ kit

&, o o |

o .
g A a E} TQ kit
Allen wrench 4 9.8 Nm -

6 Nm /4.4 Ibft
Flexible cable Wrench 10—

2 Ibft
T 7.2

-
| |
| |
| s

. ,l - - — ‘ — klAk,iEIr T,‘i,% ‘
o ! \ T |
= 32 ‘ Wrench 24 ‘
[1.26] \ \
52 - 1
[2.05]
61
[2.40]
19 kit 20 kit

1]o] NER
Allen wrench 4 - Allen wrench 4

6 Nm /4.4 Ibft 6 Nm /4.4 Ibft

Allen wrench 5
9Nm /6.6 Ibft

Allen wrench 5
9Nm /6.6 Ibft

[1.42]
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directional valve with left inlet

With detent

451 GM

"A” side spool positioners

11 kit

12 kit

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5

9Nm /6.6 Ibft —

36

[1.42]

Operating features

Locking and release force

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9 Nm /6.6 Ibft

|

36

[1.42]

Operating features
Locking and release force

15 kit

16 kit

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5

9Nm /6.6 Ibft —

(T
L

36

[1.42]

Operating features

Locking and release force

11NZ kit

Suitable to 5DY spool

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9 Nm /6.6 Ibft

[1.74]

Special body kit

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5

9Nm /6.6 Ibft —

+

36

[1.42]

Operating features
Locking and release force
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45L GM

directional valve with left inlet
"A” side spool positioners

With spring return

17 kit 18 kit

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9Nm /6.6 Ibft —

Allen wrench 5
9Nm /6.6 Ibft

o

(1

36
[1.42] [1.42]

17D kit 18D kit

7 7
e wrench

Allen wrench 4

6 Nm /4.4 Ibft 6 Nm /4.4 Ibft
Wrench 9 Wrench 9
9 Nm /6.6 Ibft 9Nm /6.6 Ibft —
12 ‘ 12
[0.47] [0.47]
| )
A et P
HH b
o O
= I =
36 36
[1.42] [1.42]
38 5
[1.50] [1.97]
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451 GM

directional valve with left inlet
"A” side spool positioners

With detent and spring return to neutral position from either directions

9B kit
L
1 0 2 Force-stroke diagram
Port B Port A
2 0 1
-0.24 -0.12 ] 0.12 0.24 (il
Allen wrench 4 300 ) ) ) ) (in) (1bf)
6 Nm /4.4 Ibft ‘ N A 60
200 L 10
— 100 i
== — g ] r 20
| _ N B — _ = 1 E o r 0
===y W -100 .: -20
’’’’’ ‘ _200~ Detent area L 40
75 3004t — 0
[2.95] 7 6 5 -4 3 2 -1 0 1 2 3 6
Wrench 8 Stroke (mm)
L_9 Nm /6.6 Ibft
10B kit
ol 1 o] 2]
Force-stroke diagram
Port B Port A
2 0 1
-0.24 -0.12 0 0.12 0.24 (i
Allen wrench 4 300 , ) ) (in) (1bf)
6 Nm /4.4 Ibft Ny A r 6o
ZOGA = 40
_ ——r 100 L
== 107 g B ~—Detent area L 20
| _ L1 4 = 5 O 0
S T T
f—-—1] 0 i 100 N T -20
-200 T -40
75 30044 — %0
[2.95] 7 6 5 4 3 2 -1 0 1 2 3 6
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
11B kit
Force-stroke diagram
Port B Port A
2 0 1
-0.24 -0.12 0 0.12 0.24 (i
Allen wrench 4 300 , ) ) (in) (bf)
6 Nm /4.4 Ibft (N) A F 60
2007 L 40
— 100 r
== [ 1] g B ~—Detent area Detent area—{ r 20
| _ (I S o r 0
== L 1004 N - 20
-200 P40
75 '300 T T T T T T T T T T T T T 3 -60
[2.95] 7 6 5 4 -3 2 -1 0 1 2 3 4 6
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
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45L GM

directional valve with left inlet

"A” side spool positioners

With detent and spring return to neutral position from either directions

9BT kit

For single acting spool

Stroke : 4.2mm 1 0 2 Force-stroke diagram
2 Port B 0 Port A 1
-0.24 -0.12 0 0.12 0.24 (in)
Allen wrench 4 300 . ) |
6 Nm /4.4 Ibft ‘ N I : 60 (1bf)
2001 ‘ | L 10
=i 100 - ; F
== =y ° ] T T L 20
| ] N — ~ = - £ o \ \J 0
& ] [ | F
=:=1—Frry -100 | | L -20
1 | Detentarea———— || L 40
‘ -200 T l r
75 -3004— bt —H T
(2.95] 6 4 3 2 -1 0 1 2 3 4 6
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
10BT kit
For single acting spool ..Hn )
Stroke : 4.2mm Force-stroke diagram
2 Port B 0 Port A 1
-0.24 -0.12 0 0.12 0.24 (i
Allen wrench 4 300 . ) | fin)
6 Nm /4.4 Ibft ‘ N : | I - 60 (15f)
200 T = 40
q | Detent area | L
= = . 1001 - ‘ L 20
| _ _ i - _ = . S ]L } 0
w d -
== -100 I ™ } r 20
! 2004 : l P -40
75 -3004— . S SN TN RN B S —
(2.95] 6 4 3 2 1 0 1 2 3 4 6
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
11BT kit
For single acting spool M.Mn )
Stroke : 4.2mm Force-stroke diagram
2 Port B 0 Port A 1
-0.24 -0.12 0 0.12 0.24 (i
Allen wrench 4 300 | | | (in) ’
6 Nm /4.4 Ibft ‘ e | | : F 60 (Ibf)
200 } L 40
q | Detent area | L
— 100 - : L 20
= g I N i
I S R [ 1 = (= g ° T~ ] r 0
== -100: - | T -20
q | Detent area | L.
| 2200 ] : r 40
75 '300 T | T T T T T T | T T 3 _60
(2.95] 6 4 3 2 1 0 1 2 3 4
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
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directional valve with left inlet

With microswitch type 8BMG3(NO)

451 GM

"A” side spool positioners

With spring return in neutral position and microswitch operated in both directions.
Also available 8MG1(NO) configuration (microswitch operated in position 1) and 8MG2(NO) configuration (microswitch operated in

position 2); dimensions

Same configurations are available with normally closed (NC) contact.

For more information ¢

Wrench 10
9.8 Nm /7.2 Ibft

Allen wrench 4
6 Nm /4.4 Ibft —

are the same of 8MG3(NO) configuration.

ontact Sales Department.

Wrench 22
42 Nm /31 Ibft

Allen wrench 5—
9 Nm / 6.6 Ibft

Allen wrench 4
6 Nm /4.4 Ibft

8MG3(NO) kit

1o 2 |

Other configurations

8MG1(NO) kit

1 [o] 2|

Operating features
MICROSWITCH

Mechanical life

Electrical life (resistive load)

8MG2(NO) kit

1 [o] 2]

: 5x10° operations
: 5x10% operations 10A / 12VDC
: 5x10* operations 3A / 24VDC

Type 8MG1\MG2(NC-NC)

With double microswitc

h in position 1 and 2.

[1.10]
Wrench 22

Wrench 10
9.8 Nm /7.2 Ibft 42 Nm /31 Ibft
Allen wrench 4
6Nm /4.4 lbft— | A B i

107

[4.21]

Allen wrench 5— ‘—Allen wrench 4

9Nm / 6.6 Ibft

6 Nm /4.4 Ibft

8MG1\MG2(NC-NC) kit

1[0 2|
Positions A B
1 o o
0 —o —eo
2 o o oo

Operating features
MICROSWITCH

Mechanical life

Electrical life (resistive load)

: 5x10° operations
: 5x10* operations 10A / 12VDC
: 5x10% operations 3A / 24VDC
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45L GM

"A” side spool positioners

ON/OFF pneumatic kit type 8P

With spring return to neutral position.

Wrench 10 Allen wrench 4
9Nm /6.6 Ibft — —6Nm /4.4 Ibft
| 325 56.5
[1.28] [2.22]
BSP 1/8
VA ! ! VB
n N |
0 ! u
N,
L e — =
A= |
\ 100

[3.94]
Allen wrench 4 Wrench 10
6 Nm /4.4 Ibft L9 Nm /6.6 Ibft

directional valve with left inlet

VA VB

Operating features
Pilot pressure................... min. 5.5 bar / 80 psi
: max.10 bar / 145 psi
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directional valve with left inlet

8PF pneumatic proportional kit

With spring return to neutral position.

Allen wrench 4

Wrench 10
9Nm /6.6 Ibft — —6Nm /4.4 Ibft
| 32.5 56.5
[1.28] [2.22]
BSP 1/8
VA ! ! VB
n'w
0 ! u
N
L — ==
100
[3.94]
Allen wrench 4 Wrench 10
6 Nm /4.4 Ibft L_9 Nm /6.6 Ibft

81Z proportional hydraulic control

451 GM

”"A” side spool positioners

VA VB

Operating features

Pilot pressure................

It can be used with body kit without seals and ring on spool (standard body) on side

30 55
G1/4 [1.18] [2.17]
nr.2 ports
VA VB
s S
2@ §is
NI
Allen wrench 4 AT
6 Nm /4.4 Ibft
98
[3.86]
106.5
[4.19]
Wrench 11

9 Nm /6.6 Ibft —

Operating features
Max. pilot pressure.........cooeeut

VA VB

4

: max.10 bar / 145 psi

I d]




45L GM

"A” side spool positioners

ON/OFF electropneumatic kit type S8EP3

With spring return to neutral position.

Wrench 15

6 Nm / 4.4 Ibft - 325 56.5
[1.28] [2.22]
| i
| imaiinmi R maiinm |
|
| Allen wrench 4
oF | 6 Nm /4.4 Ibft
SR
o VA VB ¢
_ © E
Y - S$;
no
n S |
el
i I I — 11 ﬁ
88| | N— N
Wrench 5
100
[3.94]
138
[5.43]
Wrench 10 Wrench 10
L—9Nm /6.6 Ibft 9Nm /6.6 Ibft

ON/OFF electropneumatic kit type S8EP4

Wrench 15
6 Nm / 4.4 Ibft

| [T

325 56.5

[2.22]

(uz& ‘

(TCTD |

_——-—t - =

105
[4.13]

]

37
[1.46]
G1/8

| ——

Wrench 5
100

m Allen wrench 4

| 6 Nm /4.4 Ibft

[3.94]
137.5

[5.41]

Wrench 10
L9 Nm /6.6 Ibft

Wrench 10

9 Nm /6.6 Ibft

directional valve with left inlet

Scheme

VA VB

1

]

f
Z\ [ AN

I
Scheme I1SO 1219
Ay |
A3 R i S
| [
| |
VA VB
Operating features
CONTROL
Pilot pressure 16 bar / 87 psi
: max. 15 bar / 218 psi
coi
Nominal voltage tolerance 1 £10%
Power rating :8W
Nominal current :12VDC
:24VDC
Coil insulation :Class H
Weather protection 1 IP65

Scheme

\ [
T e 2
Scheme I1SO 1219
MW
ZF 14 110 2]
| |
VA VB
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directional valve with left inlet

ON/OFF electrohydraulic kit type 8EI3
With external pilot and drain.

126

135

[5.31]

6 Nm / 4.4 Ibft

—Solenoid valve

[4.96]

(R
&
ctor

A
N

Allen wrench 4
6 Nm / 4.4 Ibft

il

110

Allen wrench 4
6Nm /4.4 Ibft — |

Operating features

CONTROL
Pilot pressure

Max. backpressure on drain L

coiL
Nominal voltage tolerance
Power rating

Nominal current

Coil insulation

Weather protection

[4.33]

:min. 10 bar / 145 psi
: max. 50 bar / 725 psi
: 25 bar / 360 psi

1 +10%

21 W

:1.75A-12VDC/0.87 A-24VDC
:Class F

: IP65

451 GM

"A” side spool positioners

Scheme
L o
e gl
I
\ [
1 0 2

Scheme ISO 1219

wrench 22 -9.8 Nm / 7.2 Ibft

l
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45L GM

directional valve with left inlet

"A” side spool positioners

ON/OFF electrohydraulic kit type 8EI3F2

Collector kit with pilot and drain lines with stroke limiter

135 Scheme
[5.31] .
38 55 R
[1.50] 2.17] v
6Nm /4.4 Ibft |
T LI ML x Ly
T T | ﬁ

uil

[T
L

Scheme ISO 1219

i Jissssskenss
Sl< :
= -6 Allen wrench 4 % 4 | 1 0 2
g Solenoid valve 6 Nm / 4.4 Ibft } ]
L wrench 22 -9.8 Nm/ 7.2 Ibft o
O

A
&/

i

110
Allen wrench 4 (4.33]
6 Nm /4.4 Ibft — |
Operating features
CONTROL
Pilot pressure :min. 10 bar / 145 psi
: max. 50 bar / 725 psi
Max. backpressure on drain L : 25 bar / 360 psi
COIL
Nominal voltage tolerance 1 £10%
Power rating 121W
Nominal current :1.75A-12VDC/0.87 A-24VDC
Coil insulation :Class F
Weather protection 1 IP65
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451 GM

directional valve with left inlet

"A” side spool positioners

ON/OFF electrohydraulic kit type 8EI3

Collector kit for external pilot and drain

Collector

‘ @ ) Al B1 A2 B2

VECTTIT T d i gy b 3 iy g 1 Ay

[

20 bar ‘ | \ \ [ !

290 psi \ i /L

| |

LA LA —
L]

= =]

r—i

e
|l
TTIT

I
T

Al
><| T

I
T
I
T

N

100 bar
1450 psi

H
H

Description example :
45L GMO08/2-P(X-100)/18EI3L/18EI3L/
AET-PSL2-KE2S0-24VDC

COLLECTOR KIT CODES

Type Code Description
KE1SO 3007 5537 Kit one section
KE2SO 3007 5512 Kit for 2 sections
KE3S0 3007 5513 Kit for 3 sections
KE4SO 3007 5514 Kit for 4 sections
KE5SO 3007 5515 Kit for 5 sections
KE6SO 3007 5516 Kit for 6 sections
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45L GM

directional valve with left inlet

"A” side spool positioners

ON/OFF electrohydraulic kit type 8EI3

Collector kit with pilot and drain lines

The kit is made of collector, VRP pressure reducing valve and pipes.

37 136.2
[1.46] [5.36]
[— Collector

Allen wrench 5
24 Nm/ 17.7 Ibft _4

Wrench 14
VRP m ! L
N2
A
N

=k

pressure reducing )
valve } Drain

NN
151.5
[5.96]

(A
U

Inlet line

|
. & | O+
= ’@ . Wrench 27 ‘ Mﬁ] % % VRC ‘
0%1 B2 24Nm / 17.7 Ibft 1100 bar |
Wrench 22 P (Y.

€ K 1450 psi
\ 3
24Nm / 17.7 Ibft | @ e} ::cipressure vave T T~~~
Vo

TN

L COLLECTOR KIT CODES
Description example :
45L GMO08/2-P(X-100)/18EI3L/18EI3L/ —
T
VRC-PSL2-KE2R0-24VDC ype Code Description
KE1RO 3007 5476 Kit one section
Operating features KE2RO 3007 5477 Kit for 2 sections
VRP VALVE KE3RO 3007 5478 Kit for 3 sections
Output pressure : 20 bar / 290 psi KE4RO 3007 5479 Kit for 4 sections
Max. flow 8 1/min KESRO 30 07 5480 Kit for 5 sections
Filtering 180 1
KE6RO 3007 5481 Kit for 6 sections
VRC valve:

Valve assembled on flow through passage provides pilot pressure to the actuator.

Wrench 22
E_Eu s o
i
I

i @,, Wrench 22
24Nm / 17.7 Ibft

SIENIS

O 21

[0.83]
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451 GM

directional valve with left inlet

"A” side spool positioners

Particular positioner kits for special spools

13NZ kit

Detent in 4" position with spool in:available only for spool type 5DY

Force-stroke diagram

L
u_l_A|M! 1 | 0 | 2 | 3 ‘ 3 Floating 2 Port B 0 Port A 1
0.3 0.2 0.1 0 0.1 (in)
40 'l | 1 ‘ 1 '] 1 1 '] 1 ‘
(N) S = =) | (1bf)
< S SHE
—T 5 | 1 |
Allen wrench 4 | | | & 30
6 Nm /4.4 Ibft o | | | [
; s : % % 0
! = | | | T
s =2 | \ | T | | r-30
/A N T T
1 | % I wl [ 60
—=—== = = =7 -40 T T | u;) T L A T T T T T T T T bl L |
! 9 -8 7 6 5 4 -3 2 1 0 1 2 3 4 5
79 Stroke (mm)
[3.11]
Wrench 8 Special body kit Detent area
9 Nm /6.6 Ibft Locking force: 280 N / 63 Ibf £10%
Release force: 300 N / 67.4 |bf £10%
13QN kit
Detent in 4™ position with spool out:available only for spool type 5BY, 5PY
| Force-stroke diagram
m—l—A|M! 3 | 1 | 0 | 2 ‘ 2 Port B 0 Port A 1 Floating 3
0.1 0 0.1 0.2 0.3
400 1 '] 1 1 '] 1 1 'l
Too I | (1bf)
N ~
— o 3 //R'g N| e
I N ! 2004—1 __lr Sl N
Allen wrench 4 | |1 [ L 30
6 Nm /4.4 Ibft o 711 — | ! | 3
5§ o1 : : 0
! =] \ | L
= === ‘ [ [ L -30
g 2004 I -
= |- ‘d 4 ‘: in ‘ « [ r -60
S0l xua ™ 7 a004+—+A+———————+——+——F
‘ 5 4 3 2 1 0 1 2 3 4 5 6 7 8 9
79 Stroke (mm)
[3.11]
Wrench 8 Special body kit Detent area

—9Nm /6.6 Ibft Locking force: 360 N / 81 Ibf +10%
Release force: 390 N / 87.7 Ibf £10%
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45L GM

directional valve with left inlet

"A” side spool positioners

Particular positioner kits for special spools

13FZ kit

4™ position with spool in and spring return to neutral position.
Available only for spool type 8

Force-stroke diagram

i B
3 Regenerative 2 Port 0 Port A 1
NN 1 | 0 | 2 | 3 ‘ -0.3 0.2 -0.1 0 0.1 (in)
40 '] 1 1 '] 1 1 '] 1
Y E ol - (06f)
—L— 1s! s S+ oeo
Al ha | 2001 : ;
en wrenc| | | L L 30
6 Nm /4.4 Ibft . 1 | T T
i 5 % % Y
=] ey | } ;'_-_- } :’30
-200
= | (= ] I I T
& Jor T | B wl T80
= p— 1L > : ! L
= = - -40 L T T L T T T T T T T T Q‘L
8 7 6 5 4 -3 2 -1 0 1 2 3 4 5
75 Stroke (mm)
[2.95]
Wrench 8 Special body kit

L_9Nm /6.6 Ibft
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directional valve with left inlet

Lever control

451 GM

”B” side options

Type L

Type L180

Alluminium with protection boot lever pivot box; it can be rotated 180° (execution LM10180).

Vertical handlever

\/17°T17°7

Horizontal handlever

assembly /
/ /assembly
\ [ ‘ ] 7
wo— S
Execution L180
==
© ™
v 3 g O,
| o
o~
Nio
[ I -
n o
<
I N o
! i
20.3 All ha
[0.80] en wrenc =
25 6Nm /4.4 Ibft S
NN 0
[1.77] =
\
|
Type LF1 Type SLP
[1]o]2] [1]o]2H
M10
|
M10———%
—_ —Allen wrench 4
Allen wrench 4 5 g f{ 6 Nm / 4.4 Ibft
gl Bl
)
o
o~
| Rs |
D — =} S —i—1=B
‘ n o ‘
<
=)
! i
20.3 Wrench 13 0
[0.35]
[0.80] 24 Nm/ 17.7 Ibft
48
[1.89] Allen wrench 4
62 6 Nm / 4.4 Ibft
[2.44]
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45L GM

directional valve with left inlet

”B” side options

Special lever controls

Safety levers with lock in neutral complete with handlever; lift handlever knob to operate.
With insulated handlever type LEBP, LEBSP

Type LEB

To be used with body valves without auxiliary relief valves flanged on the working ports.

[0.33]

lock release

Stroke for
lock release
Stroke for

Locking bush ————

285
[11.22]

Wrench 17
24 Nm / 17.7 Ibft

Wrench 17
24 Nm / 17.7 Ibft

59
[2.32]

E Allen wrench 4
6 Nm / 4.4 Ibft

20
[0.79]

24.5
[0.96]

Allen wrench 4
6 Nm / 4.4 Ibft
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451 GM

directional valve with left inlet
”B” side options

Special lever controls

Safety levers with lock in neutral complete with handlever; lift handlever knob to operate.
With insulated handlever type LEB1P, LEBS1P

Type LEB

To be used with body valves without auxiliary relief valves flanged on the working ports.

ilo2 ) (i[o2]5 =)

=)
8.5
[0.33]

Stroke for
lock release
Stroke for
lock release

|
Locking bush ——— ‘
|

Wrench 17 Wrench 17
24 Nm / 17.7 Ibft 24 Nm / 17.7 Ibft

B Q
No
~
23
I E E Allen wrench 4
= 6 Nm / 4.4 Ibft
n|o
<@
=)
TO.éOT Allen wrench 4
51 6 Nm / 4.4 Ibft
[2.01] [2.01]
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45L GM

directional valve with left inlet

”B” side options

Special lever controls

Safety levers with lock in neutral complete with handlever; lift handlever knob to operate.
With insulated handlever type LEB2P

Type LEB

To be used with body valves without auxiliary relief valves flanged on the working ports.

b 0 @ o
0 S5 =

o (1]

= 038

‘ [TRE)

RV

| o x

‘ &» 9

Locking bush

285
[11.22]

Wrench 17
24 Nm / 17.7 Ibft

59
[2.32]

20
"10.79]

24.5
[0.96]

Allen wrench 4
6 Nm / 4.4 Ibft
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451 GM

directional valve with left inlet
”B” side options

Special lever controls
Safety levers with lock in neutral complete with handlever; lift handlever knob to operate.
With insulated handlever type LUPP

Type LUP
221
[8.70]
20.3 ‘ 74.5
[0.80] [2.93]
M10 Locking bush
7N <
= &B
L WA
Iy 22
Wrench 17 8 a [0.87]
24 Nm / 17.7 Ibft Stroke to unlocking
——Allen wrench 4
6 Nm / 4.4 Ibft
Controls arrangement
Type SLCZ

Type SL

[1]o]2H [1]o]2]

Allen wrench 4

2915 _
[1.15] 6 Nm / 4.4 Ibft
=
0 ™M ‘
) |
|
I —
’L 20.3 75
[0.80] [2.95]
. 23 _ Protection cap usable with pneumatic,
[0.91] 8.85 electropneumatic, and electrohydraulic
[0.35] spool positioners.

T
)
S5
@15
[0.59]

?9
[0.35]
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45L GM

directional valve with left inlet

”B” side options

TQ cable remote control kit

Waterproof cap prearranged for remote control with flexible cable.

1]of2f=
— Wrench 10-9.8 Nm / 7.2 Ibft

Wrench 24 - 24 Nm / 17.7 Ibft

| gg=n ‘
Q01 i
| Flexible cable
85
Allen wrench 4 [3.35]
6 Nm / 4.4 Ibft

NOTE - For more information about remote cable control, require appropriate documentation.

Connection example

g1

(OPTIONAL)

jc 4 p-

JS200 remote control

CG flexible cable
L+——LOCK

DIE CASTING

‘ \(7ELECTRICAL
CABLE

( OPTIONAL)

GMO08/2 directional control 2
valve without lever boxes T T ]
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p— 451 GM

directional valve with left inlet

”B” side options

Connection example

CG flexible cable

~——JS100 remote control

GMO08/1 directional control
valve without lever boxes

B-35



45L GM

directional valve with left inlet
”B” side options

LCB mechanical joystick for two sections control

Execution LCB4 )
2" section spool ) Pivot G n
2> vi‘

Wrench 13
K

24 Nm / 17.7 Ibft

LCB HCB

1% section spool

Allen wrench 5
9.8Nm /7.2 Ibft

Allen wrench 3 - 6.6 Nm / 4.9 Ibft
Wrench 12 - 24 Nm / 17.7 Ibft
Wrench 13 - 24 Nm / 17.7 Ibft

?O
—
o

CB
|

Wrench 10 - 9.8 Nm / 7.2 Ibft

Description example
45L GMO08/2-P(X-100)/18LCB4/18LCB4/AET-PSL2

Dimensions and movement scheme

Execution LCB1 Execution LCB2
pivot placed down on the left pivot placed down on the right

2" section axis

spool axisx
@\E@W NN

|

|

|

ul
g

—

4

-

C

G

_ 355
[1.40]

71
[2.80]

76
[2.99]

21
[0.83]

Execution LCB3 Execution LCB4
pivot placed above on the left pivot placed above on the right

—

[1.40]

|




451 GM

directional valve with left inlet

Complete controls

8ES solenoid control

Solenoid direct control with spring return to neutral position.
It needs special spools and standard body (body kit without seals on spool).

Description example:

45L GM08 / 1-P(X-100) / 1 8ES3 / AET - PSL2 - 24VDC

1 1 n

1. 2. 3. 4.

8ES3
8ES2

1. Body kit | 3. Control kit
TYPE CODE DESCRIPTION TYPE CODE DESCRIPTION
45L GM08/1-P - 1 section 8ES1 3007 5474  Single acting P— A, with spring return to neutral
45L GM08/2-P - 2 section position
45L GMO08/3-P - 3 section 8ES2 3007 5474  Single acting P— B, with spring return to neutral
45L GM08/4-P - 4 section position
45L GM08/5-P - 5 section 8ES3 3007 5475 Double acting, with spring return to neutral position
45L GM08/6-P - 6 section
2. Spool options | |4 Coils
TYPE CODE DESCRIPTION TYPE CODE DESCRIPTION
1(ES) 30013643 Double acting, 3 positions, with A and B With 1SO4400 connector
closed in neutral position 12vDC 20032295 Nominal voltage 12VDC
2(ES) 30013644 Double acting, 3 positions, with A and B 24VDC 20032296 Nominal voltage 24VDC

open to tank in neutral position

a. ”A” and “B” ports plugs

TYPE CODE DESCRIPTION
G3/8 30054918 For single acting controls type 8ES1 and 8ES2

B-37



45L GM

directional valve with left inlet

Complete controls

8ES solenoid control

Electric wiring example 8ES3 kit
double acting
——-— —-—-
B ! ! N A1 o] 2 P
T T
| 2 | | sy | 8ES1 kit 8ES2 kit

| | single acting on A single acting on B
et et
Connector 1 Connector 2 N /]

P>A|P->B
BT A>T 400 (psi)
- + (bar) | r
To battery 300 = 4500
Operating features 200 3000
CONTROL B Operation area B
Internal leakage A(B)—>T 100 ~ 1500
(Ap = 100 bar - 1450 psi / T = 40°C)  : max. 15 cm®/min - 0.91 in®>/min | L
COIL 0
Nominal voltage tolerance........ 1 110% ' ' '
Powerrating.................... 136 W 0 15 30 .45
Coilinsulance . .................. :class H (I/min)
Dutycycle..............ooiit : 100%
Wrench 24

24 Nm/17.7 Ibft

Allen wrench 4
6.6 Nm /4.9 Ibft

Emergency
manual override

89.5
[3.52]

7 Nm /5.2 Ibft

Allen wrench 4
6.6 Nm /4.9 Ibft
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directional valve with left inlet

451 GM

Complete controls

Proportional hydraulic control type 8IM

It can be used with standard spools and body 1 0 2
VA VB
Allen wrench 4 1234
6 Nm / 4.4 Ibft lz*zﬂs% (1.14] Pilot pressure - stroke diagram
T 61/4 2 Port B Port A 1
VA : VB 0.2 -0.1 0.1 0.2 (in)
L‘L (bar) 20 1 T IR B | L (s
=l e
- £ 10 \\ //
,;% 8 \ / t= 100
z 5
47 47 0 ] T T T T T T
6 -4 -2 0 2 4 6
[1.85] \ 204 (1.85] stroke (mm)
\ [8.03] [ Spool overlap area

Allen wrench 5
9 Nm/ 6.6 Ibft

Metering area

Operating features

Pilot pressure : max. 50 bar / 725 psi

Internal leakage A(B)— T (Ap = 100 bar - 1450 psi / T = 40°C)
........................................ : max. 6cm3/min - 0.37 in*/min

Connection example

series JSSC400

Hydraulic pilot control valve
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45L GM B s

directional valve with left inlet

Special configurations

Directional valve with rotary control kit

2R
= i
s,
oln -
%
T Standard body kit
= =)
[e2]
RS g
&
g
S
i — —
L H—
245L
~110,96]
225
8,86]
A B B
— -
y I
| ¢ g | L
P =
O .
! . — {
H
BRI
100 bar
‘1450p51 ‘

Description example
45L GM08/1(X-100)/1 R SLP/AET-PSL2
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directional valve with left inlet

It’s possible to have open centre, closed centre and carry-over.

AET: open centre (standard)

Allen wrench 8
T 42Nm/31Ibft

2.8
[0.11]

W ***** SE

A Ty
O
|

,
Ll

; 100 bar

Description example
451 GMO08/2-P(X-100)/18L/18L/AET-PSL2

AEK: closed centre

Wrench 27
o 42 Nm / 31 Ibft
¥ 1 é
W fffff +%W~
O 1
P

FoERLE

} 100 bar

]
_|

:

Description example
45L GMO08/2-P(X-100)/18L/18L/ AEK-PSL2

451 GM

Outlet port options

AE: with carry-over

Wrench 27
42 Nm / 31 Ibft

-
|
|

|
1
|
—

£

FoERLE

; 100 bar

Description example
45L GMO08/2-P(X-100)/18L/18L/AE-PSL2

B-41



45L GM B s

directional valve with left inlet

Inlet port options

With solenoid pilot unloader valve

With push button for manual override.

137.5
[5.41]
?
3
T T
iy
o000
Q=
T T
66.5 ‘ 130.5
[2.62] 155 [5.14]
[6.10] )
Operating features
VALVE
ELN: without ELP: push ELT: "push & Maximum operating pressure : 250 bar
emergency button type twist" type Maximum flow : 15 I/min
N 3 g |2 M\/ N3 $ |2 Mv N3 ZJ\N\/ Internal leakage: max 5 drops/min @ 250bar
| = —
1 1 1
Normally open configuration type ELN Normally closed configuration type ELN(NC)
T T
~ L Al B1 B ~ L Al B1 T
rki T T T | | —‘ rki N | | —‘
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
‘ o ‘ T ‘ Lo ‘ T
E N E M
| | | |
P ‘ ‘ ‘ P ‘ ‘ ‘
(O i Ca o
‘ r ‘ ‘ ! ‘ r ‘ ‘ ‘
| o B | e B 11
‘ el L% L ‘ B I N
[ [
T T T ﬁ‘ T T T f‘
Description example Description example
45L GMO08/2-P(X-100)/18L/...../AET-PSL2-ELN-12VDC 45L GMO08/2-P(X-100)/18L/...../AET-PSL2-ELN(NC)-12VDC
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p— 45L GMC

directional valve with left inlet

27 30 37 | 27.5
[1.06]  [1.18]  [1.46] [1.08]
Standard configuration

Al Bl A2 B2

TR ST

>

[T

Ca
|

} 100 bar

.

|
|
)
‘v
|
|

Description example

45L GMCO08/2-P(X-100)/18L/18L/AET-PSL2

Gi

Dimensional data

Carry-over
225
’ [0.89]
142 ™ 62 5
[5.59] [2.44] [0.20]
18 110 T 46
[0.71] [4.33] c L __1 [1.81]
2 |
P I
% 2@ i
HE g
= | To% |
33 ks
— ‘,: —
| T
Jlo spool out
’5‘ .
< |
S
S \
xQ |
— S
< 98

24.5 3
[0.96] spool in
95.5
[3.76]
Configuration with upper inlet and outlet
T
5 Al Bl A2 B2
7= =0T

|
|

|
o
! 100 bar

Description example

45L GMCO08/2-P(X-100)/18L/18L/AET-PSA2
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45L GMT

directional valve with left inlet

Dimensional data

91
[3.58]
9 73 63.5
[0.35] [2.87] [2.50]
245 325 46
[0.96] [1.28] [1.81]
245
31 [0.96]
n g
®o
L 4,,%,4,7, [
W‘/—’T\/~
? (il
S0 E— \ —-1
= X T |
|-
5g 1 ®ls SIS L
vig | spool out
o
@[
ir=} @
~
iy
S
pajc)
=
Q= —
M10 s2
30 27 9
[1.18] [1.06] [3.70] 3

Configuration with upper inlet and outlet

|
|
|1 b

} 100 bar

éi Al B1 ﬁ;
: |
|
|
|

Description example
45L GMTO08/1-N(X-100)/18L
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45L GMCS

directional valve with left inlet
Dimensional data (series circuit)

The description of 45L GMCS valve with series circuit is marked with letter “S” and one figure wich indicate the downstream sections from
series connection.

Carry-over
22.5
’ 10.89]
142 ™ 62 5
[5.59] [2.44] [0.20]
18 110 T 46
[0.71] [4.33] 1 [1.81]
a € ,
i [
= [ T
S B sl ]
— =1
30 2Hs
i ‘: - [
in|o T
Jlo spool out
o) -
<
o
8
— S |
f <8
27 | 30 | 37 | 27.5 245 | 3
[1.06]  [1.18] [1.46] [1.08] [0.96] spool in
95.5
[3.76]
Standard configuration Configuration with upper inlet and outlet
B —
Al Bl A2 B2 5 Al Bl A2 B2
b ‘ Q O ‘ ‘ O ‘
| | | |
Lape i 1 i
g | - |
! 100 bar ! ! 100 bar !
Description example Description example
451 GMCS08/2-S1(X-100)/18L/18L/AET-PSL2 451 GMCS08/2-S1(X-100)/18L/18L/AET-PSA2
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45L GMT-SP

directional valve with left inlet

Dimensional data (with tandem circuit)

The description of 45L GMT valve with tandem circuit is marked with letters “SP” and one figure wich indicate the downstream sections
from tandem connection.

128
[5.04]
9 110 63.5
[0.35] [4.33] [2.50]
30 38.2 319 46
[1.18] [1.50] [1.26] [1.81]
8 245
10311 ™ [0.96] "
| |
1 Il L{)’;
| R — g8
& o | ==
—— ~
PR N gl
= LT @ —
© | | 0 : a o
i -—%@2 S RS —r
nle
I I ‘{l
S | i spool out
2|5 = j @ p
}
| ng
| — 9
46 I % j g §
= ‘ N "?g
[ | ] M10 s
30 37 27 94 3
[1.18] [1.46] [1.06] [3.70] spool in

Configuration with upper inlet and outlet

- -

4

} 100 bar

T
@ Al B1 A28 [ L
| |
| |
| |
| |
| |
| |
|

Description example
451 GMT08/2-SP1(X-100)/18L/18L
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451 GM

Contents

Directional valve with parallel circuit

Dimensionaldata .......... .. ... ... . i, . B-48
Hydrauliccircuit ...... ... ... .. i . B-49
Orderingcodes ...t e . B-50
Inlet reliefoptions . ....... .. i . B-10
SPOOIS i e . B-52
“A” side spool positioners .......... .. ... i i, . B-53
“B”sideoptions .........co i . B-29
Completecontrols ..., . B-37
Outlet portoptions ..., . B-41
Inlet portoptions . ... ... i B-42
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45L GM

directional valve with right inlet

Dimensional data (parallel circuit)

Carry-over

22.5
[0.89]

\ 27.5 37 30 27 62 >
\ [L.08] | [L.46] | [L.18] | [1.06] 4[62'44] [0.22]
T [1.81]
= ) ‘
1B ]
] _—
= R
®
@ S | R Jk
2 22 e n
- I
™M L
=
ﬁ — spool out
_ |
2 r
M10 i
| |
T T
18 .&J
10.71 [0.96] spool in
@ 95.5
[3.76]
A B Weight A B Weight
TYPE - - TYPE - -
mm in mm in kg Ib mm in mm in kg Ib

45LGM 08/1-P | 105 | 4.13 73 | 2.87 3.1 6.83 45L GM 08/4-P | 216 8.50 | 184 7.24 7.2 | 15.87
45L GM 08/2-P | 142 | 5.60 110 | 4.33 4.4 9.70 45L GM 08/5-P | 253 9.96 | 221 8.70 8.7 |19.18
45LGM 08/3-P | 179 7.05 147 5.79 5.7 | 12.57 45LGM 08/6-P | 290 |11.42 258 |10.16 | 10.2 | 22.49
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451 GM

directional valve with right inlet
Hydraulic circuit

Standard configuration Configuration with upper inlet and outlet

T
B2 A2 B1 Al B2 A2 Bl Al QP
L e | 71
| | @ | |
’ | | AT |
! 100 bar ! ! 100 bar !
L 1450ﬂ L 145015[J
Description example Description example
451 GMO08/2-P(X-100)/ED-18L/ED-18L/AET-PSL2 451 GMO08/2-P(X-100)/ED-18L/ED-18L/AET-PSA2
Configuration with upper inlet and side outlet Configuration with side inlet and upper outlet
—O o
B2 A2 B1 Al 5 B2 A2 B1 Al
Ted=r [ ler=rah
T | L | *\_‘ |
L | | T 1 e
| | | | @
’ | ’ W |
! 100 bar ! ! 100 bar !
L 1450:5iJ L 1450:5[J
Description example Description example
451 GMO08/2-P(X-100)/ED-18L/ED-18L/AET-PSV2 45L GMO08/2-P(X-100)/ED-18L/ED-18L/AET-PSB2
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45L GM

Ordering codes

Description example:

’— 1% section j

directional valve with right inlet

[following section

45L GM08 / 2-P(X-100) / ED-1 8 L / ED - 18ES3 / AET - PSL2

11
2.

1. 3.

Valve setting (bar)

i | | |

5. 6. 7. 8.

1. Body kits | 3. Spool options page 52 |
TYPE CODE DESCRIPTION TYPE CODE DESCRIPTION
1-P - Parallel, 1 section ED-1 30013516 Double acting, 3 positions, with A and B
2-P - Parallel, 2 sections closed in neutral position
3-P - Parallel, 3 sections ED-1A - Double acting, 3 positions, with A open to
4-p - Parallel, 4 sections tank in neutral position
5-P - Parallel, 5 sections ED-1B - Double acting, 3 positions, with B open to
6-P - Parallel, 6 sections tank in neutral position
ED-2 30013517 Double acting, 3 positions, with A and B
Include body, seals and load check valve. open to tank in neutral position
ED-2H - Double acting, 3 positions, with A and B
- - partially open to tank in neutral position
| 2. Inlet relief options page 10| eps 30013514  Single acting on A, 3 positions, B plugged
TYPE CODE DESCRIPTION requires G3/8 plug (see part a.)
KEOBKO1 : direct pressure relief valve type X ED-4 30013515 Single acting on B, 3 positions, A plugged

(X-100) 30054917 Range 20 to 315 bar / 290 to 4600 psi

standard setting 100 bar / 1450 psi
Standard setting is referred to 6 I/min flow.

SV 30055004 Relief valve blanking plug

requires G3/8 plug (see part a.)
Special spools for particular positioner kits . . . ............
ED-5BY - Double acting, 4 positions, floating circuit
in 4™ position with spool out
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directional valve with right inlet

451 GM

Ordering codes

| 4. A" side spool positioners page53 | |6.  Complete controls page 37 |
TYPE CODE DESCRIPTION TYPE CODE DESCRIPTION
8 3007 5427  With spring return in neutral position Proportional hydraulic control type 8IM and ON/OFF solenoid controls
8D 3007 5449  With spring return in neutral position and pin type 8ES and rotative control type R.
with M6 female thread for dual control
8D2 30075450  With spring return in neutral position and pin | 7. Outlet port options page 41 |
with M8 male thread for dual control
8T - With spring return in neutral position, TYPE CODE DESCRIPTION
for single acting spool type 3 and 4 AET 30054923 Open centre plug
8F2 3007 5444 With spring return in neutral position and AEK 30054927 Closed centre plug
adjustable flow limiter AE 30056002 G3/8 carry-over sleeve
19 3007 5471 2 positions, with spring return in neutral
position from position 1 8. Inlet and outlet selection * page 49 |
20 3007 5472 2 positions, with spring return in neutral TYPE CODE DESCRIPTION
position from position 2 )
1 30075445 Detent in positions neutral, 1 and 2 PSL2 30054918  G3/8 plug for upper inlet
12 30075446 Detent in positions 1 and 2 30054919 G1/2 plug for upper outlet
15 3007 5447 2 positions, detent in positions 1 and neutral PSA2 30054918 G3/8 plug for side inlet
16 3007 5448 2 positions, detent in positions 2 and neutral 30054919 G1/2 plug for side outlet
17 3007 5467  With spring return position 1
18 30075468  With spring return position 2 | a. "A” and “B” ports plugs |
17D 3007 5469  With spring return position 1 and pin
with M6 female thread for dual control TYPE CODE DESQRIPTIQN
18D 30075470 With spring return position 2 and pin G318 30054918  Forsingle acting spools type 3 and 4
with M6 female thread for dual control
9B 3007 5451  With detent in position 1 and spring return in | b. Optional handlevers |
neutral position
10B 3007 5452  With detent in position 2 and spring return in ;YLEEIM 10x200 gé) (?SE 4989 EeEnSg(rfll_Pjg())'(;lmm 1787in
neutral position '
11B 3007 5453 Detent in positions 1 and 2 and spring return in

8MG3(NO) 30 07 5455

neutral position
With spring return in neutral position and
microswitch in positions 1 and 2

8P 3007 5463  ON/OFF pneumatic kit
8EP3 3007 5473 12 VDC ON/OFF electropneumatic kit

3007 5464 24 VDC ON/OFF electropneumatic kit
8EI3 3007 5465 12 VDC ON/OFF electrohydraulic kit

3007 5466 24 VDC ON/OFF electrohydraulic kit
Particular positioner kits for special spools . ................. page 64
13QN 3007 5315 4 pos. with spring return in neutral position

and detent in 4™ pos.: for spool ED-5BY
| 5.  “B” side options page 29 |

TYPE CODE DESCRIPTION
L 30075335  Standard lever box
LF1 30075337  Lever box with adjustable flow limiter
SLP 30075338  Without lever box, with dust-proof plate
LEB 30075340  Safety lever box, vertical configuration
LUP 30075341  Safety lever box, horizontal configuration
SL - Withou lever box
SLCZ - Without lever box, with endcap.
TQ 30075328  Flexible cable connection; for CG cables

B-51



45L GM

Spools options

directional valve with right inlet

Type ED-1 Type ED-1A
1 0 2 1 0 2
A B +6mm/0.24in A B +6mm/0.24in
| LLL\><i a » lLi ><1 1 »
< D> (0) < D> (0)
TIT T T < | TIT I <
PT -6mm/0.24in PT -6mm/0.24in
Type ED-1B Type ED-2
1 0 2 1 0 2
A B +6mm/0.24in A B +6mm/0.24in
| ITI | I ¥ » T L T @ »
>< <1 D> (0) 4 >< < D (0)
TIT T 40 | TIT T )
PT -6mm/0.24in PT -6mm/0.24in
Type ED-2H Type ED-3
1 0 2 For 8T kit
A B +6mm/0.24in 1 0 2
. >M,( >< 1 (2 ;(0) A +42mm/0.171in
TIT I <) [ I[1 \\1 (2;()
. 0
PT -6mm/0.24in 1 1l7 T T <0
P T -4.2mm/0.17in
Type ED-4
For 8T kit
1 0 2
B +42mm/0.17in
\ T 1 T w »
/ < P>
T\ TT T T <
P T -4.2mm/0.17in
Type ED-5BY
For 13QN kit +9mm/0.35in
3 1 0 2 (3) »r
MEENIBEIINRIEER @ »
. » uE < B> (0)
2
P T < (2)

-45mm/0.18in
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directional valve with right inlet

With spring return in neutral position

451 GM

"A” side spool positioners

8 kit

It’s supplied with standard spring type D (see force-stroke diagram) and available with lighter spring type C (8MC) or heavier

type E (8ME).

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9 Nm /6.6 Ibft

Force

Force-stroke diagram

60
40

20
0

-20
-40
-60

-0.24 -0.12 0 0.12 0.24 (in)
20 ‘ ‘ ‘ ‘ (1)
(N) g
2001 ——E=F 5+
100 — — €—{
-100+—€ S D — — T
7 ____—-——‘__-__. — b
-2004—2 — = r
4 E L
300+————+———+—————+————— 1
7 € 5 4 3 -2 -1 0 1 2 3 4 5 6 7
(mm)

Stroke

8D kit

Spool end joint is available on request in order to screw onto pin.

Allen wrench 4

Spool end joint dimensions (optional)

6 Nm /4.4 Ibft re T R
f NN S
Wrench 9 - .
9Nm /6.6 Ibft \ &ai o \
12 83 ~@a— : |
[0.47] | F Y |
A s
T | \
l ‘&} = | [0.16] " |
[0.35]
2 | |
. ‘ 1 O ‘
4
[1.57] | = L R—— |
0 ™ [1.57]
48 \ s |
[1.89] L o
8D2 kit 8T kit

Allen wrench 4
6 Nm /4.4 Ibft

Wrench 9
9 Nm /6.6 Ibft —,

w o] 2]

o]

S
-

: R —— =

)

40 40

[1.57] [1.57]
[3.46]

Stroke : 4.2mm

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9 Nm /6.6 Ibft
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45L GM

directional valve with right inlet

”A” side spool positioners

With spring return in neutral position

8F2 kit 19 kit
1ol 2] 1[0
Allen wrench 5 Allen wrench 4 Allen wrench 4
9 Nm /6.6 Ibft — 6 Nm /4.4 Ibft 6 Nm /4.4 Ibft
Wrench 13 Allen wrench 5
24 Nm / 17.7 Ibft 9 Nm /6.6 Ibft
Allen wrench 4
: q
= B Hl-D- H=BHH—@
— 0 0 0
o]
>
40 40
[1.57] [1.57]
58.5
[2.30]
20 kit

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9 Nm /6.6 Ibft

[1.57]
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451 GM

directional valve with right inlet

"A” side spool positioners
With detent

11 kit 12 kit

Allen wrench 4

Allen wrench 4
6 Nm /4.4 Ibft

6 Nm /4.4 Ibft

Allen wrench 5

Allen wrench 5
9Nm /6.6 Ibft —,

9 Nm /6.6 Ibft

o

ED
40

[1.57]

40
[1.57]

Operating features Operating features
Locking and release force ........: 120N/ 27 Ibf +10% Locking and release force

15 kit 16 kit

Allen wrench 4

Allen wrench 4
6 Nm /4.4 Ibft

6 Nm /4.4 Ibft

Allen wrench 5

Allen wrench 5
9Nm /6.6 Ibft —

9Nm /6.6 Ibft —

.
L

40 | 40 ‘

[1.57] [1.57]

Operating features Operating features
Locking and release force........: 100N/ 22.5 Ibf +10% Locking and release force
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45L GM

"A” side spool positioners

With spring return

17 kit

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9 Nm /6.6 Ibft

17D kit

Allen wrench 4
6 Nm /4.4 Ibft

Wrench 9
9Nm /6.6 Ibft —
12
[0.47]

M6

directional valve with right inlet

18 kit

Allen wrench 4
6 Nm /4.4 Ibft

Allen wrench 5
9Nm /6.6 Ibft —

—

L‘ [l

40
[1.57]

18D kit

12

[0.47] @
3

Allen wrench 4
6 Nm /4.4 Ibft

Wrench 9
9Nm /6.6 Ibft —

M6

40
[1.57]
54

[2.13]
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451 GM

directional valve with right inlet
"A” side spool positioners

With detent and spring return to neutral position from either directions

9B kit
L
1 0 2 Force-stroke diagram
PortB Port A
( I 2 0 1
. -0.24 -0.12 0 0.12 0.24 (i
Allen wrench 4 30 ) ) ) ) (in) (Ibf)
6 Nm /4.4 Ibft (N) P 60
20 = 40
==: == ==2 ° 10 ] \\ 20
= L o
t - - — : 7€>7 . 'E 7 : -20
|—-— _ . -10 L
1 B Detent area——
@ 220 r -40
79 ‘ 300——————+————+————t+———+—————1
[3.11] 7 6 5 4 3 2 1 0 1 2 3 4 5 6
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
10B kit
Force-stroke diagram
Port B Port A
2 0 1
-0.24 -0.12 0 0.12 0.24 (i
Allen wrench 4 30 , ) ) ) (in) (Ibf)
6 Nm /4.4 Ibft (N) F 60
20! = 40
= —H 101 r
’E?@OHL g Bl ~+—Detent area r 20
| 5 5 r 0
b—-— %CH'?: -10 NN r -20
-20 T -40
79 | 3004ttt
[3.11] 7 %6 5 4 3 2 -1 0 1 2 3 4 5 &6
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
11B kit
o 1 o] 2 | |
Force-stroke diagram
Port B Port A
2 0 1
-0.24 -0.12 0 0.12 0.24 (i
Allen wrench 4 30 | ) | | fin) (Ibf)
6 Nm /4.4 Ibft (N) A F 60
20 = 40
— —— 10 ~J L 20
=== g B ~—Detent area Detent area—{— L
R o HE ¢ ¥
| - L T -10 NG ': -20
@ -20 : -40
79 ‘ s00——t————+——t——t————t—————————T
[3.11] 7 6 5 -4 3 -2 -1 0 1 2 3 4 5 6
Wrench 8 Stroke (mm)
L_9Nm /6.6 Ibft
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45L GM

directional valve with right inlet

"A” side spool positioners

With microswitch type 8BMG3(NO)

With spring return in neutral position and microswitch operated in both directions.

Also available 8MG1(NO) configuration (microswitch operated in position 1) and 8MG2(NO) configuration (microswitch operated in
position 2); dimensions are the same of 8MG3(NO) configuration.

Same configurations are available with normally closed (NC) contact.

For more information contact Sales Department.

8MG3(NO) kit

[ng] Wrench 22 1 | 0 | 2 ‘

42 Nm /31 Ibft

Wrench 10
9.8 Nm /7.2 Ibft

Allen wrench 4 l Other configurations
6 Nm /4.4 Ibft —
! 8MG1(NO) kit 8MG2(NO) kit
[ LN, }"{ *I 1_IN f(
== fil= 1§ Lol 2] T e 2
I ‘
77
[3.03] Operating features
Allen wrench 4 MICROSWITCH
Allen wrench 5— 6 Nm /4.4 Ibft Mechanical life : 5x10° operations
9 Nm/ 6.6 Ibft Electrical life (resistive load)  :5x10* operations 10A / 12VDC

: 5x10* operations 3A / 24VDC

Type 8MG1\MG2(NC-NC)

With double microswitch in position 1 and 2.

56 8MG1\MG2(NC-NC) kit
[2.20]
28
[1.10] 1 | 0 | 2 ‘
Wrench 10 Wrench 22
9.8 Nm /7.2 Ibft Wh Wh / 42 Nm /31 Ibft
Allen wrench 4 A ’I 1‘ ’I 1‘ B f T Positions A B
6 Nm /4.4 Ibft —, 1 o o
M 0 —o [—
[ ] [ 2 o o oo

i)

Operating features

107 MICROSWITCH
(4.21] Mechanical life : 5x10° operations
. . P . 4 .
Allen wrench 5— L Allen wrench 4 Electrical life (resistive load) : 5x184 operat!ons ;ZA /2411\2/\[;2(:
9 Nm / 6.6 Ibft 6 Nm /4.4 Ibft : 5x10" operations 3A /
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directional valve with right inlet

ON/OFF pneumatic kit type 8P
With spring return to neutral position.

Wrench 10 Allen wrench 4
9 Nm /6.6 Ibft — —6 Nm /4.4 Ibft

325 60.5

[11.28] [2.38]
BSP 1/8
VA VB

104

[4.09] ‘
Allen wrench 4 Wrench 10
6 Nm /4.4 Ibft L_9Nm /6.6 Ibft

285 __
[1.12]
/ﬁ ;I E»
[ |
\

28

451 GM

"A” side spool positioners

=
=
o
N

VA VB

Operating features
Pilot pressure................... min. 5.5 bar / 80 psi
: max.10 bar / 145 psi
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45L GM

"A” side spool positioners

ON/OFF electropneumatic kit type S8EP3

With spring return to neutral position.

directional valve with right inlet

Scheme
Wrench 15
6 Nm ;ez:fz Ibft 325 60.5 VA Ve
[1.28] [2.38] ‘ % ‘ Zr
r A\ AV
i \ x ]
A e g || 1
T4 1 el 2 |
71 \ 77‘77%*777 Allen wrench 4
oF | /e Nm /4.4 Ibft Scheme ISO 1219
S VA VB "
- ‘ HESE 7 l;>|<;|1°2\
n § \ \
w3 VA VB
¢ i ———- @
Wrench 5
104
[4.09]
142
[5.59]
Wrench 10 Wrench 10
L__9Nm /6.6 Ibft 9 Nm /6.6 Ibft
Operating features
CONTROL
Pilot pressure 16 bar / 87 psi
:max. 15 bar / 218 psi
COIL
Nominal voltage tolerance 1 110%
Power rating 8 W
Nominal current :12VDC
:24VDC
Coil insulation : Class H
Weather protection 1 IP65
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directional valve with right inlet

ON/OFF electrohydraulic kit type 8EI3
With external pilot and drain.

126
[4.96]

139

[5.47]

6 Nm / 4.4 Ibft

Solenoid valve

)
N

Collector

A
N\

Allen wrench 4
6Nm /4.4 Ibft — |

Operating features

CONTROL
Pilot pressure

Max. backpressure on drain L

coiL

Nominal voltage tolerance
Power rating

Nominal current

Coil insulation

Weather protection

:min. 10 bar / 145 psi
: max. 50 bar / 725 psi
: 25 bar / 360 psi

1 +10%

21 W

:1.75A-12VDC/0.87 A-24VDC
:Class F

: IP65

451 GM

"A” side spool positioners

Scheme
L o
e sl
I
\ [
1 0 2

wrench 22 - 9.8 Nm / 7.2 Ibft

Allen wrench 4
6 Nm / 4.4 Ibft
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45L GM

"A” side spool positioners

ON/OFF electrohydraulic kit type 8EI3

directional valve with right inlet

Collector kit for external pilot and drain

Collector
&0

\ 7

B2 A2 B1 Al
LFF::Fj::TI:ﬂV
— | — |
R |

T ] ]| Tl |
Sllallal e
[ = ¥ o i b
| = = 0
| Ha |y
! 1450 psi'

Description example :
451 GMO08/2-P(X-100)/ED-18EI3L/ED-18EI3L/
AET-PSL2-KE2S0-24VDC

COLLECTOR KIT CODES

Type Code Description
KE1SO Kit one section
KE2S0 Kit for 2 sections
KE3S0 Kit for 3 sections
KE4SO Kit for 4 sections
KE5SO Kit for 5 sections
KE6SO Kit for 6 sections
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directional valve with right inlet

ON/OFF electrohydraulic kit type 8EI3

451 GM

"A” side spool positioners

Collector kit with pilot and drain lines

The kit is made of collector, VRP pressure reducing valve and pipes.

135.5

37

[5.33]

CollectorW
@)=

.46

Allen wrench 5
24Nm/ 17.7 Ibft

Wrench 14

VRP

valve

151.5
[5.96]

Inlet line

VRC
backpressure 3
valve/

Wrench 27
24 Nm/ 17.7 Ibft

pressure reducing

Wrench 22
24Nm/ 17.7 Ibft

T

+
D8 |§

100 bar!

. COLLECTOR KIT CODES
Description example :
45L GM08/2-P(X-100)/ED-18EI3L/ED-18EI3L/ "
T
VRC-PSL2-KE2R0-24VDC ype Code Description
KE1RO -- Kit one section
Operating features KE2RO - Kit for 2 sections
VRP VALVE KE3RO -- Kit for 3 sections
Output pressure : 20 bar / 290 psi KE4RO - Kit for 4 sections
Max. flow : 8 1/min ) )
Filtering .80 1 KE5RO Kit for 5 sections
KE6RO - Kit for 6 sections
VRC valve:

Valve assembled on flow through passage provides pilot pressure to the actuator.

i @,, Wrench 22
24Nm / 17.7 Ibft

Wrench 22
E_Eu s o
i
I

SIENIS

O 21

[0.83]
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45L GM

directional valve with right inlet
"A” side spool positioners

Particular positioner kits for special spools

13QN kit

Detent in 4" position with spool out:available only for spool type ED-5BY

Force-stroke diagram

L
3 | 1 | 0 | 2 ‘ Port B Port A Floatin
WJ 2 0 1 -3
0.1 0 0.1 0.2 0.3
400 1 '] 1 1 '] 1 1 'l
W T <1 LA 9
1 Is = ~| L 60
Allen wrench 4 | 01 / g‘l
200
6 Nm /4.4 Ibft | B, 1D )
o || \ [ L
— — 5 o : ! 0
,,,,, w ] | ‘ | L
- \ \ [ r-30
2001 T T
o -+ L ] ‘2 il wl r -60
4004+ N =
H T T T T T T T T T T T T T T
79 5 4 -3 2 -1 0 1 2 3 4 5 6 7 8 9
[3.11] Stroke (mm)
Wrench 8 L_Special body kit
L_9Nm /6.6 Ibft

Detent area
Locking force: 360 N / 81 Ibf +10%
Release force: 390 N / 87.7 Ibf £10%
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